Commercial Ice Maker Key Product Criteria

Version 3.0

Certified models meet all ENERGY STAR requirements as listed in the Version 3.0 ENERGY STAR Program Requirements for

Commercial Ice Makers that are effective as of January 28, 2018.
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ENERGY STAR Requirements for Air-Cooled Batch-Type Ice Makers

Equipment Applicable Ice Harvest Rate Range

Type (Ibs of ice/24 hrs)
H< 300
300=<H <800
IMH

800 <H < 1500

1500 <H <4000
H <988
RCU
988 < H < 4000
H<110
SCuU 110 < H < 200
200 < H <4000
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Energy Consumption Rate
(kWh/100 Ibs ice)

(gal/100 Ibs ice)
<9.20-0.01134H

<6.49-0.0023H

<20.0
<5.11 -0.00058H
<424
<7.17 —0.00308H
<20.0
<4.13
<12.57-0.0399H
<10.56-0.0215H <25.0

<6.25

Potable Water Use



ENERGY STAR Requirements for Air-Cooled Continuous-Type Ice Makers

Equipment ] . Energy Consumption Potable Water Use
Applicable Ice Harvest Rate Range (lbs of ice/24 hrs) ] .
Type Rate (kWh/100 Ibsice) (gal/100 Ibs ice)
H<310 <7.90 — 0.005409H
IMH 310=H< 820 <7.08 - 0.002752H <15.0
820 <H <4000 <4.82
H <800 <7.76 — 0.00464H
RCU <15.0
800 <H <4000 <4.05
H < 200 <12.37 - 0.0261H
SCuU 200<H< 700 <8.24 — 0.005429H <15.0

700 <H <4000 <4.44



